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§169.561

§169.561 Firemain.

(a) Each vessel required to be pro-
vided with a power-driven fire pump
must also be provided with a fire main,
hydrants, hoses and nozzles.

(b) Fire hydrants must be of suffi-
cient number and located so that any
part of the vessel may be reached with
an effective stream of water from a sin-
gle length of hose.

(c) All piping, valves, and fittings
must be in accordance with good ma-
rine practice and suitable for the pur-
pose intended.

§169.563 Firehose.

(a) One length of firehose must be
provided for each fire hydrant required.

(b) Vessels less than 90 feet in length
must have commercial firehose or
equivalent of not over 1% inch diame-
ter or garden hose of not less than %
inch nominal inside diameter. If garden
hose is used, it must be of a good com-
mercial grade constructed of an inner
rubber tube, plies of braided cotton re-
inforcement and an outer rubber cover,
or of equivalent material, and must be
fitted with a commercial garden hose
nozzle of good grade bronze or equiva-
lent metal.

(c) Vessels of 90 feet or greater must
have lined commercial firehose that
conform to Underwriters’ Laboratories,
Inc. Standard 19 or Federal Specifica-
tion ZZ-H-451. The firehose must be
fitted with a combination nozzle ap-
proved under §162.027 of this chapter.

(d) Each length of firehose must be a
single piece 50 feet long.

(e) Firehose must be connected to the
hydrants at all times, except that, on
open decks where no protection is af-
forded to the hose, it may be tempo-
rarily removed from the hydrant in
heavy weather and stowed in an acces-
sible nearby location.

§169.564 Fixed extinguishing system,
general.

(a) Fixed carbon dioxide or halo-
genated extinguishing systems must be
installed to protect the following
spaces—

(1) The machinery and fuel tank
spaces of all vessels, except where ma-
chinery and fuel tank spaces are so
open to the atmosphere as to make the
use of a fixed system ineffective;
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(2) The paint and oil rooms and simi-
lar hazardous spaces; and

(3) The galley stove area, for vessels
greater than 90 feet in length and cer-
tificated for exposed or partially pro-
tected water service.

(b) Each fixed extinguishing system
must be of an approved carbon dioxide
or halogenated type and installed to
the satisfaction of the Officer in
Charge, Marine Inspection.

§169.565 Fixed carbon dioxide system.

(a) The number of pounds of carbon
dioxide required for each space pro-
tected must be equal to the gross vol-
ume of the space divided by the appro-
priate factor in Table 169.565(a).

TABLE 169.565(a)

Gross volume of compartment, cubic feet
Factor
Over— Not over—
500 15
1,600 16
4,500 18
20

(b) A separate supply of carbon diox-
ide is not required for each space pro-
tected. The total available supply must
be sufficient for the space requiring the
greatest amount.

(c) Controls. (1) BEach control and
valve for the operation of the system
must be outside the spaces protected
and accessible at all times.

(2) Each branch line must be fitted
with an approved shutoff valve. Each
valve must be kept closed at all times
except to operate the particular sys-
tem.

(3) The arrangements must be such
that the entire charge to any space can
be introduced into the space by the op-
eration of one valve selecting the
space, and one control for releasing the
required amount of fire extinguishing
agent. The release control must be of
an approved type and located adjacent
to the branch line shutoff valve.

(4) Complete but simple instructions
for the operation of the system must be
located in a conspicuous place at or
near the releasing control device.

(5) Each control valve to branch lines
must be labeled to indicate the space
served.

(d) Piping. (1) The pipe and fittings
for the extinguishing systems must be



		Superintendent of Documents
	2014-08-14T09:52:47-0400
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




